


Release January 2009 Alcoa 
Fastening
Systems

991F Series
Stud Assemblies

H-2

Style Dimensions Materials / Finish °C Part No.

Hex Head
Slotted Recess

S = 16,26 + (0,76 x length no.)

Steel / zinc-plated,
CrVI-free, 
transparent passivated

Stainless steel 1)

230

230

991S01- *-1AGV

991S01- *-1BP

Fixed Wing 
Head

S = 16,26 + (0,76 x length no.)

Steel / zinc-plated,
CrVI-free, 
transparent passivated

230 991S02- *-1AGV

Offset Fixed 
Wing Head

S = 16,26 + (0,76 x length no.)

Steel / zinc-plated,
CrVI-free, 
transparent passivated

230 991S03- *-1AGV

180° Folding 
Wing Head

S = 16,26 + (0,76 x length no.)

Steel / zinc-plated,
CrVI-free, 
transparent passivated

230 991S05- *-1AGV

* Length no. from Table, see page H-1. 1) Max. tensile strength 7.000 N.

when locked

when lockedwhen locked

when lockedwhen locked

when lockedwhen locked

when locked



Release January 2009 Alcoa 
Fastening
Systems

991F Series
Stud Assemblies

Style Dimensions Materials / Finish °C Part No.

Hex Recess
Head

Steel / zinc-plated,
CrVI-free, 
transparent passivated

230 991S30-*AGV

Folding Bail
Handle

S = 15,03 + (0,76 X length no.)

Steel / zinc-plated,
CrVI-free, 
transparent passivated 

230 991S2991-*AGV

* Length no. from Table, see page H-1.

H-3

max 12,5
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Release January 2009 Alcoa 
Fastening
Systems

991F Series
Stud Installation Instructions

Installation Dimensions Accessories Material / Finish Part No.

Retaining
washer

Slotted retaining 
washer

Stainless steel

Stainless steel

991W04-1BP

991W02-1BP

Installation Dimensions Accessories Material / Finish Part No.

Buffer plate

Rubber gasket

Stainless steel

NBR black
(100°C  max.)

991W03-1BP

991S17-1K

H-4

Retaining

washer (optional)

Retaining

washer (optional)

16 max
when locked

Rubber gasketRubber gasket

Buffer plate

Sealed Stud  Assemblies



Release January 2009 Alcoa 
Fastening
Systems

991F Series
Receptacles

H-5

Style Dimensions Materials / Finish Mounting
Ø °C Part No.

Rivet / Screw 
Mounting

Rivet / Screw Mounting
Steel / zinc-plated,
CrVI-free, 
transparent passivated

Steel / zinc-plated,
CrVI-free, 
transparent passivated

Stainless steel

Stainless steel

Welding
Steel / zinc-plated

3,3

4,1

3,3

4,1

-

230

230

230

230

230

991R2-1AGV

991R2-3AGV

991R2-1BP

991R2-3BP

991R2-2AZ

Clip-On Steel / zinc-plated,
zinc fl ake coated

Frame thickness
F= 1,5mm - 3,5mm

230 991R6-1AK7

Installation Dimensions

                       Rivet / Screw or                                                     Clip-On
                     Welding Mounting

Receptacle Installation Instructions
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